
Track width: 350 mm (no off-set)

1.5 deg “V” = L & R

8 mm solid carbon rod

8x10 mm carbon tube

1.5 deg “V” (same on booth sides)

1.5 mm plywood step

1.5 mm plywood on sponon deck

Left sponson inner side: 1.5 mm plywood

1 mm plywood

37 mmRight hand sponson inner ply: 2.5 mm

Right: 25 mm
Left: 20 mm

1 mm plywood
0.8 mm plywood on all
other rear sponson sides

6 mm
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5-cell AAA NiMH
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Hardwood leading edge

Tu
b

 in
si

d
e:

 6
4 

m
m

Use Divinycell H60 as core material in sponsons

0.8 or 1.0 mm plywood as deck

1.5 mm plywood cover

M4 or 8-32 threaded inserts

NAVIGA numberplate

Use 6 mm (1/4”) Okume (Gaboon) marine plywood for the tub sides

Trim the 4x4 mm
like this

Lexan cowl mount
cut-out in cowl

0.8-1 mm Lexan
cowl mount

5-cell AAA NiMH
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Its flat up to this point

8x8 mm
8x10 mm8x8 mm

Aprox. CG with no fuel
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2 mm lite-plywood as reinforcement

Lexan cowl mount

Self tapping screw

Top of deck
Cowl lip

0.8-1 mm Lexan

Reinforcement

Use 1.5 mm plywood as tub bottom

Its flat up to this point

Its flat up to this point
Its flat from this point

Its flat from this point

Use K&S #1149 as flextube (1/4” outer diam)
Use K&S #132 as stuffing tube (9/32” outer diam)

Hardwood strips - 4 x 14 mm front and 4 x 13 mm rear

When the tub is ready, all sponson rods glued, open up the holes for adjustments

Use Aquacraft GrimRacer (AQUB9503) rubber seal boots
on 10 mm aluminium tube

Sharpen the fin only
on the outside

Sand the 1.5 mm step down to zero in the front

NAVIGA size numberplate

35+ mm high x 64 mm wide
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40+ mm high x 64 mm wide
3.5 mm

12 m
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24 mm20+ mm high x 64 mm wide

40+ mm high x 64 mm wide

12 mm high x 64 mm wide

4 mm thick lite-ply

6 mm thick gaboon plywood

6 mm thick gaboon plywood

41.5+ mm high x 64 mm wide

6 mm thick gaboon plywood
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41.5+ mm high x 64 mm wide

3.5 mm
32 mm32 mm
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10.5 mm

9 mm 25 mm

6 mm thick gaboon plywood

6 mm thick gaboon plywood 6 mm thick gaboon plywood
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10 mm holes

11 mm holes

> TUB SIDES TEMPLATE <The motor mounts uses CMD/Eagle 21
bolt pattern. Use CMD or McMaster-Carr #9307K39 rubber grommets in tub sides

Drill holes that will fit you threaded insterts

Carefully drill a 1 mm hole in the exact center of each
cross hair line, then punch a mark through the template
holes into the part you will drill...

The bottom of sponsons are flat here

8 mm holes

6.3 mm holes (right hand side only)> SPONSON INSIDES TEMPLATE <The outside of the sponsons are flat here

> FRONT SPONSONS TOP PROFILE TEMPLATE <

> REAR SPONSONS INSIDES TEMPLATE <

> REAR SPONSONS TOP PROFILE TEMPLATE <


